
Know what'sbelow.

before you dig.Call

BENCHMARK  LIST

TBM 220 COTTON SPENDLE SET ON POWER POLE

LOCATED 122.87' FROM THE STOP SIGN ELEVATION

= 780.90 FEET (AS SHOWN)

CAUTION!!

EXISTING UNDERGROUND UTILITIES IN THE AREA.

CONTRACTOR IS RESPONSIBLE FOR DETERMINING THE

HORIZONTAL AND VERTICAL LOCATION OF ALL UTILITIES PRIOR

TO CONSTRUCTION. CONTRACTOR SHALL BE RESPONSIBLE FOR

ANY REPAIRS TO EXISTING UTILITIES DUE TO DAMAGE INCURRED

DURING CONSTRUCTION. CONTRACTOR SHALL NOTIFY THE

ENGINEER OF ANY DISCREPANCIES ON THE PLANS.
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PROPOSED CONCRETE 6"

FLUME AT SIDEWALK

(REF DETAIL SHEET C7.2)

CONTRACTOR TO INSTALL

CONCRETE SPLASH BLOCKS

AT ALL ROOF LEADERS

(REF. ARCH PLANS FOR ROOF

LEADER LOCATION)
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(REF. DETAIL SHEET C7.2)
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SITE DATA TABLE

GENERAL SITE DATA

ZONING GC

ADDRESS
901 AVENUE U, MARBLE FALLS, TX 78654

PARKING DATA (PROJECT AREA ONLY)

STANDARD SPACES PROVIDED 41 SPACES

ACCESSIBLE SPACES PROVIDED 2 SPACES

TOTAL SPACES PROVIDED 43 SPACES

EXISTING SPACES APPROX. 30 SPACES

LEGEND

GENERAL NOTES

1. PAVEMENT DIMENSIONS AND RADII ARE TO FACE OF CURB, UNLESS OTHERWISE

NOTED.

2. RADII SHOWN ARE 3' OR 10' UNLESS OTHERWISE NOTED.

3. REFER TO MEP PLANS FOR SITE LIGHTING ELECTRICAL PLAN.

4. REFER TO ARCHITECTURAL AND STRUCTURAL PLANS TO VERIFY ALL BUILDING

DIMENSIONS.

5. BOUNDARY AND TOPOGRAPHY INFORMATION WAS PROVIDED BY KIMLEY-HORN

AND ASSOCIATES, A PROFESSIONAL REGISTERED LAND SURVEYOR, ON

03/26/2019.

C4.0

DIMENSION

CONTROL PLAN

EXISTING POWER/UTILITY POLE

EXISTING FIRE HYDRANT

EXISTING WATER VALVE

PROPOSED LIGHT POLE

EXISTING MANHOLE

EXISTING LIGHT

EXISTING CLEANOUT

EXISTING OVERHEAD ELECTRIC LINE

PROPOSED ACCESSIBLE PARKING SPACE

PROPOSED PARKING COUNT

PROPERTY LINE

PROPOSED FIRE LANE

PROPOSED BARRIER FREE RAMP

PROPOSED PRIVATE SIDEWALK

5

EXISTING IRRIGATION VALVE

EXISTING GAS METER

EXISTING WATER METER

EXISTING ELECTRIC GUY ANCHOR

EXISTING TREE (DASHED LINE DENOTES

ROOT PROTECTION ZONE)

EXISTING SIGN

PROPOSED SIGN

EXISTING BOLLARD

EXISTING ASPHALT ROAD

EXISTING SIDEWALK

PROPOSED RETAINING WALL

(TRIANGLE INDICATES FACE OF WALL)

SEE INSET A THIS SHEET

 INSET A

SCALE: 1" = 10'



V
A

N

I

BUS DROP OFF

BROAD WAY ST.

STAIRS

RE: CIVIL

CONNECTION TO

EXIST. SIDEWALK

RE: CIVIL

NEW PARKING

EXISTING PARKING TO REMAIN

EXISTING "THE FALLS ON

THE COLORADO MUSEUM"

EXISTING PORTABLE

TO BE RELOCATED 

BY DISTRICT PRIOR

TO BEGINNING OF WORK

EXISTING COVERED

PLAYGROUND

TO REMAIN

EXISTING 
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AS1.1

2

1) ALL SITE INFORMATION INCLUDING, BUT NOT LIMITED TO, 

PROPERTY LINES, METES & BOUNDS, CONTOURS, EXISTING 

BUILDINGS, EASEMENTS, TREES, WALKS, DRIVES, FENCES, ETC., 

TAKEN FROM SURVEY BY:

KIMLEY-HORN AND ASSOCIATES 

601 NW LOOP 410, SUITE 350

SAN ANTONIO, TX 78216

PHONE (210) 541-9166

2) HUCKABEE AND ASSOCIATES, INC. ALONG WITH THEIR 

CONSULTANTS HAVE LOCATED, SHOWN , AND NOTED EXISTING SITE 

FEATURES INCLUDING BUT NOT LIMITED TO PROPERTY LINES, 

METES AND BOUNDS, GRADE CONTOURS, EXISTING STRUCTURES, 

EASEMENTS, TREES, FENCES, ROADWAYS, OVERHEAD AND 

UNDERGROUND UTILITIES, AND OTHER EXISTING FEATURES TO THE 

BEST OF OUR ABILITY BASED UPON OWNER PROVIDED SURVEYS, 

EXISTING CONSTRUCTION DOCUMENTS AND OTHER EXISTING DATA 

COLLECTION IN REGARDS TO THE SPECIFIED SITE.  HUCKABEE AND 

ASSOCIATES, INC. NOR THEIR CONSULTANTS SHALL ASSUME ANY 

RESPONSIBILITY OR LIABILITIES IN REGARD TO THE ACCURACY OF 

THE ABOVE MENTIONED OWNER PROVIDED DATA.

3)  IF THE CONTRACTOR FINDS ANY DISCREPANCY BETWEEN 

EXISTING CONDITIONS AND THOSE WHICH ARE SHOWN ON THE 

PLANS, HE SHALL IMMEDIATELY CONTACT THE ARCHITECT.

4)  THE CONTRACTOR SHALL MAKE ARRANGEMENTS WITH ALL 

UTILITY ENTITIES TO LOCATE AND MARK ALL UNDERGROUND 

UTILITIES PRIOR TO CONSTRUCTION.

5)  THE CONTRACTOR SHALL VISIT THE SITE AND BECOME FAMILIAR 

WITH ALL EXISTING CONDITIONS.

6)  FINISH GRADE AT PERIMETER OF THE BUILDING SHALL BE AS 

SHOWN ON SITE GRADING PLAN.  REF. CIVIL DRAWINGS.  SITE 

GRADES SHALL SLOPE UNIFORMLY AWAY FROM THE BUILDING AND 

INTERSECT WITH ELEVATIONS SHOWN.

7)  REF. CIVIL DRAWINGS FOR ALL SITE DIMENSIONS

8)  MAKE ALL SLOPES OF WALKS AND DRIVES COMPLY WITH FINISH 

ELEVATION SHOWN ON CIVIL DRAWINGS.  THE LINE OF SLOPE SHALL 

FORM STRAIGHT LINES BETWEEN FINISH ELEVATIONS WHEN 

POSSIBLE AND GRADING CONTOURS WHEN STRAIGHT LINES ARE 

NOT POSSIBLE.  VERIFY ALL ELEVATIONS AND DIMENSIONS WITH 

ARCHITECT ON JOB.  REF. CIVIL.

9)  ALL WALKS AND PLAZAS SHALL BE REINFORCED CONCRETE -

REF. CIVIL FOR DETAILS.   PROVIDE 1/2" EXPANSION JOINT AS 

SHOWN BY CIVIL OR AT 25'-0" O.C. MAX. AND AT ALL INSIDE 

CORNERS.  PROVIDE TOOLED CONTROL JOINTS AT 5'-0" O.C.B.W. 

MAX OR AS SHOWN.  SEE CIVIL FOR TYPICAL WALK AND JOINT 

DETAILS.

10)  PROVIDE 1/2" EXPANSION JOINT ALONG BUILDING FOUNDATION 

OR BRICK WHERE CONCRETE WALK IS PRESENT.  REF. CIVIL 

DRAWINGS FOR TYPICAL DETAIL.

11) PROVIDE 1/2" EXPANSION JOINT ALONG BACK OF CONCRETE 

CURB WHERE WALK IS PRESENT.  REF. CIVIL DRAWINGS FOR CURB 

DETAILS

12) CONTRACTOR SHALL REMOVE ALL EXISTING OBSTRUCTIONS TO 

NEW CONSTRUCTION, PAVING, WALKS, AND ALL OTHER SITE 

IMPROVEMENTS INCLUDING BUT NOT LIMITED TO EXISTING TREES, 

FENCES, CONCRETE, ROCKS, DEBRIS, POSTS, VEGETATION, 

UTILITIES (AS NOTED), AND OTHER ITEMS AS NOTED FOR 

CONSTRUCTION.

13) REF. ELECTRICAL DRAWINGS FOR OUTDOOR LIGHTING 

REQUIREMENTS.

14) REF. CIVIL DRAWINGS FOR SITE GRADING PLAN, SITE UTILITY 

PLAN (INCLUDING FIRE HYDRANT LOCATIONS), EROSION CONTROL 

PLANS, AND CURB AND PAVING REQUIREMENTS AND DETAILS.

15) REF. CIVIL SHEETS FOR SITE GRADING CONTOURS.  

CONTRACTOR SHALL MAKE ALL CUTS AND FILLS REQUIRED TO 

ACCOMPLISH ALL WORK SHOWN.  GRADE SITE TO TOLERANCES 

SPECIFIED.

16) REF. CIVIL DRAWINGS FOR THICKNESSES AND LOCATIONS OF 

ALL TYPES OF PAVING.

17) FIRE LANE STRIPING SHALL COMPLY WITH CITY OF MARBLE 

FALLS REQUIREMENTS AND NFPA.

18) REFER TO SPECIFICATIONS / PROJECT MANUAL FOR ADDITIONAL 

INFORMATION AND REQUIREMENTS.

1) OWNER INFORMATION

A. NAME : MARBLE FALLS ISD

B. ADDRESS: 1800 COLT CIRCLE, MARBLE FALLS, TX 78654

2) PROPERTY INFORMATION

A. NAME: MARBLE FALLS ELEMENTRAY SCHOOL

B: ADDRESS: 901 AVE. U, MARBLE FALLS, TX 78654

3) LEGAL DESCRIPTION

RENOVATIONS TO HEAD START BUILDING

PROPERTY DESCRIPTION

GENERAL SITE NOTES

GENERAL SITE NOTES
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 1" = 20'-0"1
ARCHITECTURAL SITE PLAN
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ENLARGED ROOF PLAN


